Action list and summary of the AFC Module meeting on 13th February 2004
	Summary discussion
	Action

	Now that the manufacturing contract for the 300cm prototype absorber body has been issued, Shigeru will advise whether the draft QA procedure is appropriate for this type of project.


	SI

	Shigeru advised that the MTA window (21cm) test will complete by the end of March. 
The test on the 30cm window using a double Indium seal will commence after that date.
	SI will keep us informed of its progress


	The Vacuum window is 320mm diameter to keep to the beam stay clear area. We need to ask the technical board if the latest beam stay clear envelop to:
a) justify the increase in window diameter from 300mm to 320mm

b) to ensure that the previous stay clear envelop is still valid


	MZ

	Our existing Absorber shows a liquid hydrogen level being filled to the top of the absorber. With the possible expansion of the LH2 due to heat fluctuation, the Safety review committee raised the question of LH2 sloshing about at the horizontal section of the pipe. In view of this, Mike Zisman asked where to locate the sensor on the LH2 level.

	Separate discussion by email within the group. Tom & Yury asked to be included in the email exchange

	R & D on welded window
	WL to follow this up and to advise the group of its progress


	In MACC’s talk on C&I, Mike Zisman commented that the following design consideration should be included:-
Compatibility with the magnetic profile;

Overall robustness

Redundancy (suggested by Ed Black)

Grounding

Noise effect on the electronics

The C&I should be commercially within the RAL’s responsibility

MACC to supply diagram with the location and spec of the C&I needed.


	MACC

	Comments were received on Steve’s talk on the joining of the Focus & Coupling coil warm vessels. It was suggested that should provide further details to clarify the design


	SPV

	The meeting was over-run, and Ed Black’s talk will take place at the next meeting. 

	ED


